Hartmetallbestiickte Spiralbohrer
Forets avec plaquette en carbure
Punte con piastrina di metallo duro

Carbide tipped drills
HM DIN

K20 8037
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Material ALU ALU ALU Steel Steel Steel Steel Steel DIN 8037
Code: 99.5% <10% Si Guss <500 N <750N <900N <1100N 45 HRC

008.8037 200 G 140 G 100 G 63 G 63 G 63 G 50 F 25D

NHM

Material Steel Steel Steel Inox Inox Ti GG(G) Hardox
Code: 55HRC 60HRC 65HRC <900N >900N >800N inconel
008.8037 80 F 32 E
008.8037
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Code h8
008.8037.00200 2,00 45 18
008.8037.00250 2,50 45 18
008.8037.00300 3,00 50 20
008.8037.00320 3,20 56 25
008.8037.00330 3,30 56 25
008.8037.00350 3,50 56 25
008.8037.00400 4,00 56 25

008.8037.00420 4,20 63 28
008.8037.00450 4,50 63 28
008.8037.00500 5,00 71 32
008.8037.00550 5,50 71 32
008.8037.00600 6,00 71 32
008.8037.00650 6,50 71 32

008.8037.00680 6,80 80 40
008.8037.00700 7,00 80 40
008.8037.00750 7,50 80 40
008.8037.00800 8,00 80 40
008.8037.00850 8,50 90 50
008.8037.00900 9,00 90 50
008.8037.00950 9,50 90 50
008.8037.01000 10,00 100 56
008.8037.01020 | 10,20 100 56
008.8037.01050 10,50 100 56
008.8037.01100 | 11,00 100 56
008.8037.01150 11,50 112 63
008.8037.01200 | 12,00 112 63
008.8037.01250 | 12,50 112 63
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Hartmetallbestiickte Spiralbohrer
Forets avec plaquette en carbure
Punte con piastrina di metallo duro

Carbide tipped drills
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Material ALU ALU ALU Steel Steel Steel Steel Steel DIN 8037
Code: 99.5% <10% Si Guss <500 N <750N <900N <1100N 45 HRC

008.8037 200G 140G 100 G 63 G 63 G 63 G 50 F 25D

NHM

Material Steel Steel Steel Inox Inox Ti GG(G) Hardox
Code: 55HRC 60HRC 65HRC <900N >900N >800N inconel
008.8037 80 F 32 E
008.8037
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008.8037.01300 | 13,00 112 63
008.8037.01400 |14,00 125 71
008.8037.01500 | 15,00 125 71
008.8037.01600 |16,00 140 80
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