Hartmetallbestiickte Kernlochbohrer
Foret carotteur métal dur
Frese a corona in metallo duro
Carbide core drills
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Material: ALU ALU ALU Steel Steel Steel Steel Steel Weldon
99.5% <10% Si Guss <500N <750N <900N <1100N 40 HRC
40 37 () 35 30 25 25 20
Material: @ Steel Steel Steel Inox Inox Ti GG(G) Hardox
50 HRC 60 HRC 65HRC <900N >900N >800N inconel
20 20 ° 20 °
401.HM55
o @ empfohlene U/min tr/min Preis
Code mm Steel Inox ALU
401.HM55.01400 | 14,0 570 455 910
401.HM55.01500 | 15,0 530 425 850
401.HM55.01600 | 16,0 500 400 800
401.HM55.01700 | 17,0 470 375 750
401.HM55.01800 | 18,0 450 355 710
401.HM55.01900 | 19,0 420 335 670
401.HM55.02000 | 20,0 400 320 635
401.HM55.02100 | 21,0 380 305 610
401.HM55.02200 | 22,0 360 290 580
401.HM55.02300 | 23,0 350 280 555
401.HM55.02400 | 24,0 330 265 530
401.HM55.02500 | 25,0 320 255 510
401.HM55.02600 | 26,0 310 245 490
401.HM55.02700 | 27,0 300 235 470
401.HM55.02800 | 28,0 285 225 455
401.HM55.02900 | 29,0 275 220 440
401.HM55.03000 | 30,0 265 210 425
401.HM55.03100 | 31,0 255 205 410
401.HM55.03200 | 32,0 250 200 400
401.HM55.03300 | 33,0 240 195 385
401.HM55.03400 @ 34,0 235 185 375
401.HM55.03500 | 35,0 225 180 365
401.HM55.03600 & 36,0 220 175 355
401.HM55.03700 | 37,0 215 170 345
401.HM55.03800 @ 38,0 210 170 335
401.HM55.03900 | 39,0 205 165 325
401.HM55.04000 @ 40,0 200 160 320
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Hartmetallbestiickte Kernlochbohrer
Foret carotteur métal dur

Frese a corona in metallo duro
Carbide core drills
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Material ALU ALU ALU Steel Steel Steel Steel Steel Weldon

99.5% <10% Si Guss <500 N <750N <900N <1100N 40 HRC
40 37 () 35 30 25 25 20

Material Steel Steel Steel Inox Inox Ti GG(G) Hardox

50HRC 60HRC 65HRC <90N >900N >800N inconel
20 20 ° 20 °
401.HM55
(7] @ empfohlene U/min tr/min Preis
Code mm  Steel Inox ALU

401.HM55.04100 | 41,0 195 155 310

401.HM55.04200 | 42,0 190 150 300

401.HM55.04300 | 43,0 185 150 295

401.HM55.04400 | 44,0 180 145 290

401.HM55.04500 | 45,0 175 140 280

401.HM55.04600 46,0 175 140 275

401.HM55.04700 | 47,0 170 135 270

401.HM55.04800 | 48,0 165 130 265

401.HM55.04900 | 49,0 160 130 260

401.HM55.05000 | 50,0 160 130 255

401.HM55.05100 | 51,0 155 125 250

401.HM55.05200 | 52,0 155 120 245

401.HM55.05300 | 53,0 150 120 240

401.HM55.05400 | 54,0 145 120 235

401.HM55.05500 | 55,0 145 115 230

401.HM55.05600 56,0 140 115 225

401.HM55.05700 | 57,0 140 110 225

401.HM55.05800 | 58,0 135 110 220

401.HM55.05900 | 59,0 135 110 215

401.HM55.06000 | 60,0 130 105 210



