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Code M mm mm mm mm mm mm
KB Preis

DIN 371 / DIN 376
210.H-205ATN/4 M 3 0,5 56 11 18 3,5 2,7 3 2,50 33.80

210.H-205ATN/4 M 4 0,7 63 13 21 4,5 3,4 3 3,30 34.70

210.H-205ATN/4 M 5 0,8 70 16 25 6,0 4,9 3 4,20 36.50

210.H-205ATN/4 M 6 1,0 80 19 30 6,0 4,9 3 5,00 36.50

210.H-205ATN/4 M 8 1,25 90 20 35 8,0 6,2 3 6,80 42.20

210.H-205ATN/4 M10 1,5 100 24 39 10,0 8,0 3 8,50 50.50

215.H-305ATN/4 M12 1,75 110 29 9,0 7,0 3 10,2 64.40

ab werka-Lager Deutschland

215.H-305ATN/4 M14 2,0 110 30 11,0 9,0 3 12,0 134.60

215.H-305ATN/4 M16 2,0 110 32 12,0 9,0 4 14,0 149.00

215.H-305ATN/4 M18 2,5 125 34 14,0 11,0 4 15,5 201.80

215.H-305ATN/4 M20 2,5 140 34 16,0 12,0 4 17,5 218.70

215.H-305ATN/4 M22 2,5 140 34 18,0 14,5 4 19,5 281.20

215.H-305ATN/4 M24 3,0 160 38 18,0 14,5 4 21,0 355.70

215.H-305ATN/4 M27 3,0 160 38 20,0 16,0 4 24,0 519.00
215.H-305ATN/4 M30 3,5 180 45 45,0 18,0 4 26,5 612.70

Material:

Material: GG

ALU
<10% Si

GGG

ALU
Guss

Inox
V2A

Steel
<500 N

Inox
V4A

Steel
<750 N

Nickel
<850 N

Steel
<900 N

5-8

MS-kurz-
spanend

Steel
<1100 N

3-5

Duro-
plaste

Steel
<1400 N

Hardox
<400

ALU
99.5%
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